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	    At-a-Glance

		Mounting Plates

	All Copper Design
	Breadboard or Multi-Device
	Customizable Mounting Holes


Cooling Mode

	Passive Cooling (Model 262)
	Active Heating & Cooling (Model 264)


Thermal Capacity

	0.25ºC/W (Model 262)
	30 Watts (Model 264)


Also Includes:

	Solder-less wiring
	Optional Laser Harness


		

	

	
	






	Model	Device	TEC	Features
	266 TEC High Power LaserMount	Various	Yes	Edge Mounted Cold Plate
	264M-BB-DB9 TEC High Power LaserMount	Various	Yes	Metric bread board cold plate, DB9 connection
	264M-BB-9W4 TEC High Power LaserMount	Various	Yes	Metric bread board cold plate, 9W4 connection
	262 High Power LaserMount	Various	No	Passive cooling for high power devices
	264 TEC High Power LaserMount	Various	Yes	Active cooling for high power devices
	264-BB-DB9 TEC High Power LaserMount	Various	Yes	Bread board cold plate, DB9 connection
	264-BB-9W4 TEC High Power LaserMount	Various	Yes	Bread board cold plate, 9W4 connection


260 SERIES FEATURES
The 260 Series LaserMounts are designed to provide high performance and long term operation. All mounts feature solderless connections for quick setup, and an integrated fan for maximum thermal performance. Each 260 Series mount can be bolted to an optical table or work surface using holes matching the 1″ centers of most optical tables.

The 260 Series is available in either active temperature control or passive. If your design is not supported by the standard mount, either version can be customized to match your mounting hole requirements.

Using a bread board hole pattern found on optical tables, the 264-BB provides a grid of threaded holes for maximum flexibility in mounting your thermal load. Be it a laser device, optic platform, or other application, the bread board configuration gives you excellent long term flexibility in how to mount your loads.
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CUSTOMIZABLE COPPER COLD PLATE

100% copper cold-plate with mounting holes for common lasers and LEDs. Hard nickel plating for maximum performance and scratch resistance. Custom mounting configuration available.
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PASSIVE COOLING (MODEL 262)

Take advantage of the 0.25ºC-per-Watt cooling efficiency of the Model 262 to maintain low package temperatures.
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ACTIVE HEATING AND COOLING (MODEL 264)

The 264 LaserMount includes a built-in Peltier device and temperature sensor for bi-polar temperature control.
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STANDARDIZED CABLE CONNECTORS

Connect to Arroyo Instruments laser drivers and temperature controllers with standard cables.
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NITROGEN PURGE (OPTIONAL)

The optional 260-C cover with available 1/8″ barbed nozzle adapts to a nitrogen supply to eliminate condensation around the laser device.
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